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2440

Material
Heat treated to tensile strength class 

10.  Turned and milled.

Technical Notes
Please note * = new DIN 's' 

dimensions.

Collar Nuts

DIN 6331

Order No. H s e m = 1,5d a d1
X
g

2440.W106 M 6 10 11,5 9 3,0 14 6
2440.W108 M 8 13 15,0 12 3,5 18 12
2440.W110 M10 16* 18,4 15 4,0 22 21
2440.W112 M12 18* 20,7 18 4,0 25 30
2440.W114 M14 21* 24,2 21 4,5 28 43
2440.W116 M16 24 27,7 24 5,0 31 70
2440.W118 M18 27 31,2 27 5,0 34 95
2440.W120 M20 30 34,6 30 6,0 37 130
2440.W122 M22 34* 39,2 33 6,0 40 200
2440.W124 M24 36 41,5 36 6,0 45 230
2440.W127 M27 41 47,3 40 8,0 50 320
2440.W130 M30 46 53,1 45 8,0 58 470
2440.W136 M36 55 63,5 54 10,0 68 800
2440.W142 M42 65 75,0 63 12,0 80 1340
2440.W148 M48 75 86,5 72 14,0 92 2040

2442

Material
Stainless steel 1.4305 (AISI 303).

Technical Notes
Please note * = new DIN 's' dimension.

Collar Nuts
stainless steel

DIN 6331

Order No. H s a d1 e m = 1,5d
X
g

2442.W108 M 8 13 3,5 18 15,0 12 12
2442.W110 M10 16* 4,0 22 18,5 15 22
2442.W112 M12 18* 4,0 25 20,8 18 31
2442.W116 M16 24 5,0 31 27,7 24 69
2442.W120 M20 30 6,0 37 34,6 30 127
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