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B_YPrecision Index Table
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1.Unlock the table

2. Manually rotate

3.Settle in position

Revolution

1.0Operate the exchangeable value

indication, at the edge the table.

2.Use the attached handle by hand
3.Set position depending on the

4 .Make sure the position is correct,
then operate the value and lock

¢ the table.
4.Lock “Fithe table 2 PCS HIRTH Coupling
VIT-450~1200 PICTURE -
VIT-450-1 | VIT-600-1 | VIT-700-1
VIT-300-15
VIT-450-5 | VIT-600-5 | VIT-700-5 | VIT-800-5 | VIT-1000-5 | VIT-1200-5
300x300 450x450 600x600 700x700 800x800 | 1000x1000 | 1200x1200
160 170 200 220 280 300 340
- 230 240 240 260 260 280
14 18 20 20 22 22 22
Clockwise and counterclockwise
5) ) 5 5) 5 8 8
Manual Air Pressure 5~8kgs/cm?2
Manual
15° 1°/5° 1°/5° 1°/5° 5°
EHH
1200 2400 3400 3400 4500 6000 7000
500 1000 2000 2000 3000 5000 6000
- 2200 3200 3200 5400 5400 8100
94 205 400 600 900 1200 2000
1001-070(15)| 1001-071 1001-072 | 1001-073
1001-081 1001-082 | 1001-083 | 1001-084 | 1001-085 | 1001-086

The body is FC-35 cast iron, durable and
will last longer without deformation.

Clamping/Unclamping by pneumatic, easy operation.
Powerful clamping design, allow heavy cutting and boring.

DIMENSION
VIT-300 (PICTURE)

Build-in 2 pieces hirth coupling for positioning, indexing
accuracy =3 sec, ensure a long-term operation.
Suitable for the high accuracy machining such as
Boring-Milling, Grinding-Machine.
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B_VEconomical Type Rapid Index

VSI-3 MINI TYPE
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3 JAW CHUCK VSC-3A for VSI-3 / VSC-4A for VSI-4
/ VSC-5A for VSI-5, the big range clamping capacity

23 - 8100, it's better than collet fixing type.

Simple & rapid operation.

Dividual number 24-notch (15° each)
Table scale 1°, for angular indexing.

Table bore 30mm.
Horizontal / vertical & 2 direction
Suit for milling & drilling machine using.
Optional: tailstock TS-1, Please see page A2

COLLET INDEXER NON

ECONOMICAL
VSI-3 120 94 117 47 116 @25 7.5 1001-064A
VSIi-4 187 146 146 80 135 @30 10.5 1001-064
VSI-5 202 161 161 87 142 @30 14.5 1001-065
B_SSimple Rotary Chuck
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VSR-6 + VPS-6A 4JAW CHUCK
VSR-8 + VPS-8A 4JAW CHUCK

VSR-10 + VPS-10A 4JAW CHUCK

il

VSR-63 + VSC-6A 3JAW CHUCK
VSR-83 + VSC-8A 3JAW CHUCK

4-jaw chuck (include reversable and removable jaw) is designed with
swivel base for multifunctional purpose.
VERTEX simple rotary chuck can be placed and fixed on your desired
position.
360° vernier scale: smooth swival motion and easy locking by screws.

Both horizontal and vertical position could be used on milling and

VSR-63 machining center.

[OR8R [arare| & [ a1 [ 8 [t [0 [ e [r[n ] 0 [ o[k ]m]ue]| @ |
VSR-6 D) | 242 233 139 110 160 45 15 70 3-M8 69 29 13 17.8 | 1001-068
VSR-8 %) | 278 | 270 159 125 | 200 65 20 86 |[3-M10| 75 34 16 27 | 1001-067
VSR-10 %) | 373 355 165 22 3-M12 16 43.5 | 1001-069
VSR-63 D 242 | 233 139 110 160 45 15 70 3-M8 69 29 13 18 | 1001-068A
VSR-83 D 278 | 270 159 125 | 200 65 20 86 |3-M10| 75 34 16 30.5 | 1001-067A
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RAPID INDEX CHUCK
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